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Fig. 2 



WO 2004/062276 



10/540644 

PCT/EP2003/051051 



3/5 



AMP I 



ER2 CC 



Trans- 
ceiver 




Domestic 
control 
circuit 




Digital 
TV set 







Fig. 3 



WO 2004/062276 



10/540644 

PCT/EP2003/051051 



4/5 



Room 1 



if 



Domestic 
control 



Digital TV 
set 



Room 2 



Domestic 
retransmitter 



Amplified 
DTT 
signal 



1 



I ^Control 
J J signals 



DTT 

receiver/ 
decoder 
with built-in 
domestic 
control 



Analogue 
TV set 



Room 3 



it I 



Digital TV 
set with 
built-in 

domestic 
control 



Room 4 



RoomS 



r 



J" 







Domestic 






control 




I 




DTT 






receiver/ 






decoder 




■ 1 r 




Analogue 






TV set 









B 



RD 



Fig. 4 



10/540644 

WO 2004/062276 PCT/EP2003/051051 

5/5 



Receiver RA* is viewing one of the programmes of multiplex #6 



Amplification subsystem A of the retransmission base is programmed 
to the appropriate channel a nd activated j 
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One of the programmes of mu Itiptex 
A2 is being viewed in PIP by the 
receiver RA 
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The amplification subsystem A2 of 
the retransmission base is 
programmed to the appropriate 
channel and activated 



The amplification subsystem 
A3 of the retransmission base 
is programmed to the 
appropriate channel and 
activated 
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The amplification subsystem 
A1 of the retransmission base 
is deactivated 
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The receiver RB 
decodes one of the 
programmes of 
multiplex #3 for 
recording 
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The user has changed programmes on the 
receiver RA and is now watching a programme 
of multiplex #2, the PIP display no longer being 



The amplification subsystem 
A1 of the retransmission base 
is programmed to the 
appropriate channel and 
activated 
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The receiver RC is viewing one of the 
programmes of multiplex #4 
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A message tells him that the 
maximum number of channels 
that can be retransmitted has 
been reached |_ ra _ 
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The user wishes to view in PIP on the 
receiver RC one of the programmes of 
multiplex #5 



The multiplex is already being 
retransmitted by subsystem 
A3 
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The PIP view of receiver RC is switched 
to a programme of the multiplex #3 



The amplification subsystem 
A3, used by the receiver RC, 
is not deactivated 
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I The receiver B' puts itself on standby at 
the end of the programmed recording 
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Fig. 5 



